
Artificial Turf Guidelines 

 

4.29.2 Landscape Alternative – Artificial Turf/Grass   

Artificial grass/turf is a product that requires specialized knowledge and skills for installation.  The synthetic turf must 

be made of Polyethylene and must be natural in appearance and have UV protection.  It must be a minimum of 1 3/4” 

in height, and must be a minimum of 48 oz. per square yard of face weight and 80 oz. per square yard of total weight.  

Turf must be uniformly installed and maintained in all areas that are visibly linked.  Plan for artificial turf must also 

show an adequate drainage plan that does not affect adjacent homeowners.  All artificial turf must have a minimum of 

five (5) years installation and product warranty. 

 

4.29.3 Artificial Turf Application Requirements   

All applications for Artificial Turf must contain the following elements to avoid being denied by the Committee:   

• Specification sheet for the artificial turf product   

• One sq. foot sample of the turf product  

• Detailed description of installation procedures for the turf product from the installer  

• Photo of area to be covered by synthetic turf with lines showing placement of artificial turf   

• Copy of Warranty  

 

4.29.4 Installation Requirements for Artificial Turf   

It is strongly recommended that the installation of artificial turf be done by a licensed contractor with experience 

in such turf installation. All turf shall be installed in accordance to professional standards. Do it yourself jobs must 
conform to professional guidelines below. The Committee recognizes that care needs to be taken in placing turf 

around obstacles such as trees, planters, and concrete walls and edging to ensure that it appears natural against these 
obstacles.  In any case, it should be recognized that installation of artificial turf requires several steps that must be 

followed by the turf installer:   

• Removal of existing grass and/or ground cover followed by an application of a ground sterilant such as Round-
Up.   

• Application of a minimum 3-inch base of crushed aggregate and/or decomposed granite.   

• Application of weed barrier (weed cloth).   

• Application of turf using 4” or 6” landscape nails.   

• Turf seams to be sealed with outdoor carpet seaming tape or recommended adhesive.   

• Application of recommended “top coat” including rubber pellets and/or sand.   

 


